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Link C
|O-Link Converter (Art. Nr.: 1194800-001//004)
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Product features

Number of analogue inputs: 2 (1 x temperature, 1 x pressure)
Number of inputs and outputs Number of digital inputs: 3 (2 x SENT, 1 x speed)
Number of in- and outputs: (1 x 10-Link, 1x I°C)

Electrical data

Operating voltage U_=20...26 V; (nach SELV/PELV)
Nominal voltage U =24V

Power consumption [max] 120 mA

Current rating inputs [max] Port 1: 5mA; Port 2: 80 mA; Port 3: 50 mA

Christian Maier GmbH & Co. KG, Wrzburger Str. 67-69, 89520 Heidenheirrl, +49 7321 317-0, info@maier-heidenheim.de, www.maier-heidenheim.com, Informationen zum
Datenschutz unter https://maier-heidenheim.com/datenschutz/. Technische Anderungen behalten wir uns ohne Ankiindigung vor. EU-en, WW-003267-A , 13.10.2023


https://maier-heidenheim.com/datenschutz/

I ( GROUP

Inputs
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Number of analogue inputs

2

Analogue input 1

Temperature sensor PT1000 (Port 1)

Analogue input 2

Pressure sensor wheatstone bridge (Port 1)

Number of digital inputs

3

Digital input 1 SENT (Port 2)
Digital input 2 SENT (Port 2)
Digital input 3 speed (0...10V digital) (Port 3)

Interface 1

Communication interface |O-Link
Transfer type COM2 (38,4 kBaud)
|O-Link revision 1.1
SDCI-Norm IEC 61131-9
|O-Link Device ID (manufacturer ID) 1193046 d (1312 d)
SIO Mode no
Required master port class A/B

Min process cycle time 10 ms
Interface 2

Communication interface 12C
Transfer frequency 100 kHz

1°C type Master

Compatible devices

Maier Connect Sense L

Environmental conditions

Ambient temperature -25..85°C
Storage temperature -25..85°C
Protection class IP66

Zulassungen

EMC

DIN EN 61000-4, DIN EN 55011

Shock resistance

DIN EN 60068-2-27 50g (11ms)

Vibration resistance

DIN EN 60068-2-6 20g (10....2000 Hz)

Mechanical data

weight

245g

Dimensions (WxDxH)

60,5 x 41,92 x 138 mm
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Electrical connection

Connectors 4 St. M12; Contacts: gold plated
950 4-pol connector: |10-Link communication
~ : Vin (24V)
& ) n/c
3 GND
4 |O-Link

8-pol socket: Sense P/T (Port 1)
Vcc (10V)
pressure+
GND
pressure-
PT1000+
PT1000-

n/c

o N o Ul NN W N

n/c

5-pol socket: I°C/rpm (Port 2)

1 Vcc (10V)

2 SDA

3 GND

4 SCL

5 Rpm Signal (10V)

4-pol socket: SENT (Port 3)

1 Vce (BY)

2 SENTT

3 GND

4 SENT2
Bestellinformation
Modus Compatible sensors Article number
LinkCO1 Sense P/T, Sense L, Sense W 1194800-001
LinkC02 Sense P/T, Sense L, Sense M 1194800-002
LinkCO03 Sense P/T, Sense S, Sense W 1194800-003
LinkCO04 Sense P/T, Sense S, Sense M 1194800-004
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